
BRADFORD TWIN STYLING
STATION
SKU:896-66

The Bradford Twin Styling Vanity is  made for two back-to-back
stylists .

Create a classic and stylish accent in your salon or spa with
crown molding details  that enrich the space by forming an eye-
catching transition between the walls  and ceiling. The Queen Anne
legs detail make this  a timeless piece that will not go out of style.
This  traditional style can fit into any decor with just the change of
the laminate color.

TECHNICAL INFORMATION

Measures : 66”W x 18”D x 36”H x 42”H
Overall 86”H
Bread-board pull-out
Shear drawer
Three utility drawers
Storage cabinet
Fully-equipped tip-out tool panel
Includes 30”W x 48” mirror and crown molding over-mirror
accent as pictured
Optional-Claw & Ball legs w/ Dentil molding in lieu of Queen
Anne legs

SHIPPING INFORMATION

Item generally ships via Freight(Truck) service

Weight: 345 lbs
Dimensions: 54"L x 32"W x 60"H

WARRANTY

3 Years :  

Ball-Bearing Drawer Slides
Cabinet hinges

1 Year: 

All remaining components , unless noted otherwise, are
guaranteed for a period of one year from the date of
purchase.
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JobNTS

General Notes:
1. All counter tops are to be made removable wherever possible.
2. Items must be broken into managable sections

For Shipping. Mark For Ease Of Reassembly.
3. Install Shipping Cleats Wherever Possible To

Prevent Shipping Damage.
4. Purchased items Must Be Trial Fit Before Shipping.

Step 1:
Join left and right base cabinets to ledge by bolting though ledge into cabinet sides. Use 
the provided hex head bolts and washers.

Step 2: 
Secure station to wood framed wall using the provided 3" wood screws. Fasteners are 
provided for wood framed walls only.

Step 3: Mount mirror by following the instructions on the mirror clip box.

Step 4:
Attach mirror cap to wall above mirror by screwing through the attached brackets into 
wood framed wall using the provided 3" wood screws and beauty washers.

This item includes a six outlet power strip 
with a 4' cord. The outlet strip is rated at 
15 amps. The electrician is responsible for 
providing and mounting an outlet inside 
the cabinet for the power strip to plug into.
The electrician is also responsible for 
cutting an appropriate entry point for 
getting power into the cabinet.


